
MODELCLASS

SPECIFICATIONS

Model HC4

Input 

DVI 2 (1.4 Stanard, supports 1920 x 1200 @60Hz)

HDMI 1 (1.4 Stanard, supports 1920 x 1200 @60Hz)

AUDIO 1 (input audio signal and transmit to the multifunction card)

SDI -

Output RJ45 4

Controlling
Interface

USB In USB input, which connects with PC to confi gure

USB Out USB output, cascading with the next controller

RS232 -

LAN -

Genlock -

Genlock Loop -

Power
Requirement

Input Voltage AC100~240V, 50/60HZ

Consumption (Max) 10W

Feature

Arbitrary switching Yes

Loading capacity 2.6 million pixels: max width 4096 height 2560

Scaling of video source Yes

Separate audio input Yes

Support HDCP Yes

Brightness and color temperature adjustment Yes

Improved gray-scale at low brightness Yes

Control via hand-held terminal (app) No

Mechanical
Set Dimension (mm) 482.6 x 44.0 x 262.0

Net Weight (kg) 2

Environmental
conditions

Temperature operational (ºC) -20ºC ~ 60ºC / -4ºF~140ºF

Humidity operational (non-condensing) (%) 0% RH ~ 80% RH 

Temperature storage (ºC) -30ºC ~ 80ºC / -22ºF~176ºF

Humidity storage (non-condensing) (%) 0% RH ~ 90% RH 

• Support HDMI and DVI signal inputs

• Support input resolutions up to 1920x1200@60Hz

• Support HDCP

• Support arbitrary switching and scaling of video source
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HC4CONTROLLER

L E D  C O N T R O L L E R

KEY FEATURES

DIMENSIONS [unit: mm]

482.6

262

44


